STANDARD BUDGERIGAR SHOW CAGE

Size:	
Overall Measurements: 354mm long, 305min high, 154mm wide.
Material:	
(a) Timber 6 & 9mm excepting back, which will be 4mm plywood, 251 mm in height, leaving space of 45mm at top.
(b) False roof to slope from the front edge to back 54min from top and to be securely fixed.
Front Rail:
Height 50mm from outside of cage, fixed at each end, and underneath.
Top:	
Hand hole to be round, 35mm diameter, located as per plan.
Door:	
A round door of 100mm diameter positioned in the centre of the right panel. The centre of the door to be 130mm from the bottom of the cage. Door to be hinged at the top with a 38mm x 27mm butt hinge. A 30mm box hook shall be fastened on the bottom of the door along with a small screw on the side panel to secure the door. Additional security may be provided to the door by attaching a brass canteen clip fixed at the position of one o'clock or by a 75mm x 18mm strip of black or clear self adhesive tape placed horizontally over the brass box hook.
Perches:	
(a) To be wood dowels 13mm diameter, and extending from wire front to back of cage 8th wire from each end of front. 
(b) Fixing with 1 Dia. pin complete with 3 mm extension. Perches may be screwed with 1 /No.6 x 1/4" self tapping zinc plated pan/phillips headscrew. 
(c) Front end to be flush with slot to fit on upright wire.
Front:	
(a) To consist of 21 upright wires of 2mm diameter at 16mm spacings, supported by 3 horizontal wires 2.5mm diameter, one each at top and bottom and one 64mm from bottom to hold perches. The three horizontal wires are to be on the inside of the cage.
(b) A modified M4 x 16mm long "Unbrako" socket head grub screw will be fitted through the top centre at front of cage to secure the wire cage front.
Colour:	
(a) Inside Acrylic gloss white, including top edge of front rail.
(b) All exterior timber and the door hinge, oil based full gloss black enamel.
(c) All identification on standard cage is restricted to an area 75mm x 13mm on the underside of the base of the cage.
Drinker:	
Where ANBC standard drinkers are fitted to the show cage they are to be placed between the 4th and 5th wires from the left when viewed from the front and on the centre horizontal wire. The fitting of a drinker is optional at all BCV one day shows.
Stickers:	
To be placed on the left side of the front rail. All old stickers must be removed before placing a sticker on a cage.
[bookmark: _GoBack]Floor:	
Mixed seed consisting of at least three of the following - Plain Canary, Pannicum, Japanese Millet, White Millet and Hulled Oats must be used on the floor of the show cage for all shows. There shall be no paper or other underlay on floor.
